
SCP-2120
• 12x optical zoom (3.9 ~ 46mm), 0.2Lux ultra-low light sensitivity

• Features samsung’s W-V DSP chipset

• 1/4” 600TV lines high resolution & coax communication

• 360° continuous rotation, high-speed pan & tilt at 650°/sec

www.samsungsecurity.com

12x High Resolution PTZ Dome Camera

12x Optical Zoom
0.2Lux Ultra-Low Light Sensitivity

Instant Capture
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12x High Resolution PTZ Dome Camera I SCP-2120

SCP-2120
650° Per Second High-Speed Pan & Tilt for Fast, Accurate Monitoring

Captured Before You Know It

650 /̊sec
650°/sec High-Speed Pan & Tilt

With high-speed pan and tilt operations at
650° per second, the SCP-2120 captures
broad areas quickly and accurately.650



Why Choose 
the SCP-2120

12x Optical Zoom
Equipped with a 12x auto-focus zoom (3.9 ~ 46mm)
and a 16x digital zoom, the SCP-2120 achieves a
maximum of 192x combined zoom for fast and
accurate monitoring.

12x
A/F Lens

600TV lines High Resolution
Samsung’s proprietary W-V chipset allows this
camera to capture 600TV lines resolution color
images or 700TV lines resolution B/W images with
superior clarity.

0.2Lux Ultra-Low Light Levels
With ultra-low light levels of 0.2Lux, the SCP-
2120 clearly captures objects in very dark
conditions down to 0.2Lux.0.2

Discreet Design
Encased in a flush-type chassis and colored
simple white, the SCP-2120 can be ceiling-
mounted to perfectly blend in with any interior
design for discreet monitoring.

Normal Optical 12x Zoom Conventional Camera SCP-2120

Conventional Camera SCP-2120

Flush Type

255 Presets
The SCP-2120 is capable of storing up to 255
preset positions. 255

COAX Communications System & SSNRIII
The camera OSD can be accessed
remotely via coaxial control, while samsung
super noise reduction technology
(SSNRIII) achieves a noise-free 52dB
S/N ratio.

COAX






